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DRAWING NO.431-124P-52S

ITEM NO.431-124P-52S

PART NO.431-124P-52S 

NOTES: 
 
1.  MATERIALS AND FINISHES: 
     INNER CONDUCTOR - BRASS
     OUTER CONDUCTOR - BRASS
     NUT - BRASS
     INSULATOR - PTFE, NATURAL
     O-RING - SILICONE RUBBER, RED
 
2.  ELECTRICAL:  
     A. IMPEDANCE:  50 OHM 
     B. FREQUENCY RANGE:  DC - 3 GHz 
     C. VSWR: 1.10 MAX.
     D. INSERTION LOSS: .1 MAX.
     E. DWV: 1000VRMS
     F. INTERMODULATION:   -165 dBc (2 X 43 dBm)
     G. INSULATION RESISTANCE: 5000 m�^�
     H. CONTACT RESISTANCE: OUTER CONDUCTOR <1.5 m�^�
                            INNER CONDUCTOR <1.0 m�^�
 
3.  MECHANICAL:
     A. DURABILITY:  500 CYCLES MIN.
     B. TEMPERATURE RANGE:  -40�$� C TO +85�$� C
     C. COMPATIBLE WITH ALL STANDARD 4.3/10 PLUGS
 
4. ENVIRONMENTAL:
     A. PLUG MEETS IP-67 STANDARD IN MATED CONDITION.
 
5. ASSEMBLY SPEC. 349-50926
 
6. CONTACT/INSULATOR ASSEMBLY TO BE SHIPPED LOOSE
   IN BAG.
 
7.  PACKAGING:
     A. QUANTITY:  SINGLE PACK
     B. MARKING:  BAG TO BE MARKED 
        "AMPHENOL RF, 431-124P-52S , AND DATE CODE"
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CONTACT/INSULATOR ASSEMBLY
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