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16mm HIGH BRIGHT LED PMI

C-18282
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REV ECN NO REVISIONS DRN CKD APP QA CM DATE

A 32398 NEW RELEASE VP

DIALIGHT PART 
NO.

LED COLOR
OPERATING 
VOLTAGE

(SEE TABLE)

PIECE/PART
MARKING  

686-1132-121F HIGH BRIGHT RED 6VDC

DIALIGHT
6V  

686-1232-122F HIGH BRIGHT GREEN 6VDC

686-1332-123F HIGH BRIGHT ORANGE 6VDC

686-1432-124F HIGH BRIGHT BLUE 6VDC

686-1132-131F HIGH BRIGHT RED 12VDC

DIALIGHT
12V  

686-1232-132F HIGH BRIGHT GREEN 12VDC

686-1332-133F HIGH BRIGHT ORANGE 12VDC

686-1432-134F HIGH BRIGHT BLUE 12VDC

686-1132-141F HIGH BRIGHT RED 24VDC

DIALIGHT
24V  

686-1232-142F HIGH BRIGHT GREEN 24VDC

686-1332-143F HIGH BRIGHT ORANGE 24VDC

686-1432-144F HIGH BRIGHT BLUE 24VDC

REV ECN NO REVISIONS DRN CKD APP QA CM DATE

A NEW RELEASE BP

NOTES:
1, MOUNTING HOLE SIZE: 0.650" (16.5 MM)
 
2, MAX PANEL THICKNESS: 0.236" (6.3 MM)
 
3, MATERIALS:
  3.1, HOUSING: BLACK POLYCARBONATE
  3.2, MOUNTING HEX NUT: BRASS, NICKEL PLATED.
  3.3, SPLIT LOCK WASHER: STEEL, UNI-CHROME PLATED.
  3.4, HEADER/INSULATOR: POLYCARBONATE, COLOR: BLACK
 
4, SOLDERABILITY: PER ANSI/IPC-S-805, METHOD A.
 
5, RECOMENDED MOUNTING TORQUE: 0.217 LBS/FT (3 KG/CM)

  RoHS COMPLIANT C18282
Part Numbers with the "F" suffix ending are RoHS Compliant. Packaging
is marked with "RoHS Compliant" label or equivalent markings. Parts can
be wave soldered, dip soldered or hand soldered using typical lead-free
soldering process with max 260°C temp. for 5 sec.
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